
Mercury 4.6L 

(2018>Current) – 170A 

Marine Alternator 

 

  

If you are experiencing problems upon installation—

DO NOT RETURN THIS PRODUCT! 

Most installation problems can be easily solved. 

First contact technical support at:  

Service@mechman.com 

1 (888) MECHMAN or 865-522-6166 

INSTR-MERCURY_BM11001 



Removal & Installation Instructions 
Note: This engine uses a stretch-fit belt and does not have a conventional belt tensioner. A special 

installation/removal tool (not included) is required to rotate the drive pulley and install or remove the 

belt. 

Removal: 

1. Disconnect the negative battery cable(s). 

2. Remove the air intake box as required. Refer to your vehicle’s service manual for specific 

instructions. 

3. Disconnect all electrical connections from the alternator. 

4. Remove the stretch-fit belt following the manufacturer’s recommended procedure. 

5. Remove the alternator by unbolting the four mounting bolts. 

Installation: 

1. Install the new Mechman alternator using the supplied socket head bolts. 

 

2. From the factory, a short ground jumper cable is routed to the alternator’s mounting bolt. 

When installing the Mechman alternator, this ground must be routed to the designated ground 

location on the alternator as indicated.  

 



 

3. Install the stretch belt using the appropriate installation tools in accordance with the 

manufacturer’s recommendations. 

4. Use the supplied extension harness to connect the regulator to the factory harness. 

Secure the harness as needed.  

 

Although the plugs resemble one another, this connection is required to ensure proper 

alternator function. 

 

5. Install charge cable. 

Attention: 

• On most applications, the factory charge wire running from the alternator to the 

distribution block on the side of the engine includes a 150A inline fuse. This may 

need to be upgraded to support the alternator’s power output. 

• Ensure properly sized charge wire is routed to the battery to safely handle the 

alternator’s maximum output. 

6. Install the air box in reverse order of removal. 
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